
BEFORE THE
FEDERAL COMMUNICAnONS COMMISSION

WASHINGTON, D.C. 20554

In the Matter of )
Amendment of Part 90 of )
the Commission's Rules )
to Adopt Regulations for )
Automatic Vehicle )
Monitoring Systems )

TO: The Commission

PR Docket No. 93-61
RM-8013

AFFIDAVIT OF B. KEITH RAINER

STATE OF MISSOURI )
)

COUNTY OF ST. LOUIS )

B. Keith Rainer, being duly sworn, deposes and says:

A. Oualifications

I have a bachelor's degree in Electrical Engineering which I received with honors from
Auburn University. I also have a MS. in Electrical Engineering which I received from
the Georgia Institute of Technology. I have completed extensive graduate studies
beyond the my masters's degree.

Following the completion of my bachelor's degree program in 1980, I began
employment with Bell Telephone Laboratories. While at Bell Laboratories, I worked on
the development of digital sdevTj
0.0274sh4Thd
(205.1372 332rcuient)Tj
012657 Tc 21574 0 Tdanalysir's

progrj
0.0274s32209 Tc 55986 0 Td
ymasmntreliability
analysis programs, coding for memory management,

and advanced signalling
protocols. During this time period, I also completed work on my masters degree.

In 1983, I left Bell Laboratories and began employment with the Georgia Institute of
Technology (Georgia Tech) as a member of the research faculty where I achieved the
position of Senior Research Engineer. While at Georgia Tech, I performed extensive
research in the areas of applied electromagnetics and communication systems, taught
continuing education courses on selected topics in electromagnetics, and was accepted
into their electrical engineering doctoral program.

I am currently an employee of Southwestern Bell Technology Resources where I have
been a Member of the Technical Staff since 1990. At Southwestern Bell Technology
Resources, I am involved in work on radio based communications system and
products. My specific areas of interest have included; indoor microcellular systems,
outdoors and indoors wireless data systems, mobile location technology, antennas,
electromagnetic propagation modeling and measurements, and radio communication
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protocols.

I have authored and co-authored numerous technical papers and reports on antennas
and radio communication systems. I have received two Certificates of Recognition from
NASA, an Industrial Design Achievement Award from Roger's Corporation, and the
Outstanding Researcher of the Year Award from the Georgia Tech Research Institute
(1989). I am a member of the Eta Kappa Nu and Tau Beta Pi engineering honor
societies.

B. Statements

The following is provided in response to remarks included in Teletrac's and
MobileVision's comments on NPRM 93-61 in the matter of amendment of Part 90 of the
Commission's Rules to adopt regulations for Automatic Vehicle Monitoring Systems..

1. In Teletrac's and MobileVision's comments to the NPRM, they argue extensively
about the need for exclusive 8 MHz spectrum allocations due to the problems of co
channel interference.! As stated in its comments, SBMS has an LMS technology which
will operate in a shared band mode in the Chicago MSA and provide minimal
interference to any potential MobileVision LMS system. However, due to the
uncontrolled nature of technologies and entrants into the LMS bands, SBMS has
proposed a spectrum allocation plan which will accommodate Teletrac and
MobileVision while providing for additional competitive systems.

Given this position, some additional comments are in order on the subject of sharing to
help put this subject in the proper perspective. First, co-channel interference is not a
new problem and is successfully managed by both narrow-band and wide-band radio
technologies such as cellular (AMPS) systems and wireless LANs and wireless PBX
systems (in the 902-928 MHz band). Interference is managed through an appropriate
selection of technologies and careful system design. The SBMS LMS system to be
deployed in Chicago is an example of both. The SBMS Quiktrak LMS technology will
operate reliably in the upper LMS band in the Chicago MSA with the current
interference levels and the presence of a MobileVision LMS system. This can be
accomplished through careful spectral placement of the SBMS Quiktrak system within
the band to minimize interference with a potential MobileVision system and by
deploying an LMS technology that is highly resistant to noise. In the SBMS LMS system
wide band signal, about 99% of the transmitted power occurs in the main lobe and 1%
in the sidelobes. The spectral placement of the SBMS system in the upper LMS band for
operation in Chicago is illustrated below.

1 See Teletrac's NPRM response volume 1, page v, page 25, and others. Also see
MobileVision's NPRM response, pages 30 & 34 (among others).
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The spectral position of the wide band signal has been selected so that less than 1/2 of
1% of the power transmitted in the wide band signal of a transponder operating on the
SBMS LMS system will occur in the main lobe operating bandwidth of the wide band
portion of a MobileVision LMS system.2 The placement also positions the main lobe of
the SBMS LMS wide band signal over the first sidelobe of the MobileVision LMS system
wide band signal. This placement minimizes interference to both LMS systems.
SBMS's operation in the upper LMS band should not be considered to be co-channel
with MobileYision but co-band. The SBMS system could also function if its wide band
signal main lobe was centered at 922 MHz, however, in an effort to minimize mutual
interference, the placement illustrated above was chosen.

It should be pointed out that in the MobileVision comments on NPRM 93-61, they have
defined the required bandwidth for their system to include the main lobe and the first
sidelobes. Their main lobe is 4 MHz wide and their first sidelobe is 2 MHz wide.3
Mobile Vision states that their system requires a full 8 MHz to operate in, however,
since their wide band signal receiver will filter out all but a portion of the main lobe, the
remainder (at least 4 MHz) is not being utilized. Therefore, the MobileVision system
does not require 8 MHz to Qperate within. Standard definitiQns of direct sequence
spread spectrum bandwidth refer either tQ the null-tQ-null bandwidth Qf the main lobe
Qr the 3 dB bandwidth Qf the main lobe. It should be pointed out that the MobileVision
LMS system WQuid be fully accQmmodated by the SBMS prQpQsed spectrum allocation
plan as WQuid Teletrac

2AlsQ note that due to the nonpersistent nature of LMS communicatiQn, the time
average pQwer Qf a wide band signal is extremely small. As these transmissiQns are
generally randomly distributed over a large geographic area, the local cQncentratiQn of
transmitted power is alsQ extremely low.

3 See MQbileVisiQn's NPRM response, page 30.
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2. To further expand on radio interference issues, one should point out that there are
many ways to address the effects of interference (which will be referred to as noise in
this discussion) in the design of a radio system and the radio system technology. There
are also many ways to demonstrate the effect of noise on a system design or
performance. A calculation has been provided to illustrate the effect of noise on the
Quiktrak system with respect to coverage. The calculation is based on Quiktrak
receiver noise bandwidth and maintaining a constant level of service (accuracy,
response time) and capacity with increasing noise levels. Environmental effects for
mobile radio systems, such as multipath and Doppler, are not explicitly treated in this
calculation. The noise levels used in the calculation are extracted from Teletrac's NPRM
93-61 reply comments.4 A correction has been applied in these figures for a reduction
in the thermal noise contribution due to Quiktrak's 2 MHz bandwidth instead of 8 MHz
bandwidth for which Teletrac's numbers were calculated. In actuality, all noise
contribution would be significantly reduced from Teletrac's figures due to the reduction
in receiver noise bandwidth, however, the numbers from Teletrac's example are
acceptable for the illustration. It should also be pointed out that for the locating
element of the LMS system. the wide band signal would need to be received at a
minimum of three base station receivers.

Ouiktrak Wide band Signal Link Budget Example:

Noise =kTB + Co-channel or Other Noise Sources

kTB =-111.8 dBmW

Additional Noise (from Teletrac) =10 dB

Process Gain =37 dB

Required SIN =18 dB

Therefore, Noise = -101.8 dBmW

Receiver Sensitivity =-101.8 -37 +18 =-120.8 dBmW

Assume That a Mobile has an ERP of 1 W (or 30 dBmW)

Base Station Receiver has an Antenna with 12 dB of Gain.

Need Signal of -120.8 dBmW so from a mobile to a base station system can allow
120.8 + 30 + 12 = 162.8 dB of attenuation.

(from W. C. Y. Lee's work on Mobile Communications) for a base station
with an antenna height of 100 ft at 900 MHz in an urban/suburban
environment:

4 Teletrac NPRM 93-61 response Volume II, page 9.
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Path Loss PL =107 + 39 log (distance in miles)

Distance in miles =10(PL -107)/39 =27 miles (or 45 km)

Therefore, the coverage radius of the base station is 27 miles. For 10 dB of more
noise, coverage is reduced to 15 miles.

As demonstrated by this basic calculation, one way to view the results of increasing
system noise power is a reduction in coverage area. This change would effect the
economics of deploying an LMS system, but would not necessarily disqualify it as a
reasonable business opportunity. Other factors such as market size, competition, and
pricing would have to be examined to fully evaluate the opportunity. As has
previously been stated in remarks to the FCC, the SBMS Quiktrak LMS technology can
operate reliably in the current radio environment in the upper LMS band in the 902-928
MHz ISM spectrum in the Chicago MSA. SBMS has provided a proposal for spectrum
allocation which would address concerns on the future viability of the LMS bands while
providing for competition.

3. In volume 1, on page 25, of Teletrac's NPRM response, more comments are made
with respect to interference and, in particular, narrow band sources of interference.
SBMS is also concerned about the radio environment in the LMS bands and the
potential for increase in interference. It supports the recommendation that narrow band
operators be migrated out of the bands and has introduced a spectrum allocation
proposal which adequately addresses concerns about the long term viability of the
radio environment in these bands. However, once again Teletrac has been inaccurate in
its representation of the problem. While it is true that narrow band and wide band
interference both appear as noise in the spread spectrum receiver, the relative level of
that noise is typically different. A narrow band signal is spread in the receiver and
looks like a wide band signal and the peak amplitude is subsequently reduced. A wide
band signal that is uncorrelated in the receiver is also spread and the original low level
signal is even further reduced. That is, if a wide band and narrow band signal of equal
total power are present in the spread spectrum receiver, the narrow band signal will
introduce more noise power. This effect is illustrated below. 5

5 See "Spread Spectrum Systems" by Robert Dixon, 1984, page 173.
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4. Teletrac expends a significant amount of its comments in its NPRM response on the
economic viability of LMS systems.6 Without providing detailed economic analysis or
data (such as market size, product pricing, etc.), they develop an argument to the effect
that there is no commercially viable LMS technology which can operate in less than 8
MHz of bandwidth.7 This argument is inaccurate and their claim is unsubstantiated. It
is a fact that in the state of New South Wales, Australia, a commercial LMS system is in
operation which requires 2 MHz of spectrum (null-to-null bandwidth) for wide band
pulse ranging signals. The LMS system, Quiktrak, is operated by British Aerospace of
Australia (BAeA) and provides vehicle location and basic two-way messaging type
services for fleet management and security to the New South Wales police department,
the Sydney city buses, Sydney harbor ferries, trucking fleets, and others. The system
has been in operation since 1989 and is commercially viable.
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It not clear yet if smart antennas, in-building microcells, or some other approach will be
required to resolve the elevation component of location, however, it is clear that simply
having longitude and latitude information will not be sufficient.

B. Keith Rainer
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EXHIBIT 6

DECLARATION OF MICHAEL JOHN YERBURY



PR Docket No. 93-61
RM-80l3

BPFORE1HE
FEDERAL COMMUNICATIONS COMMISSION

WASHINGTON, D. C. 2OSS4

)
)
)
)
)
)
)

AmeadmeDt of Part 90 of
Ihc CommJasion's Ru1e&
to Adopt Regulations for
Automatic Vehicle
Monitoring Systems

In the matter of

TO: The COD1IDision

Dr&Jeratjon of Micbacl Johp Yerbu(y

Stale of New South Wales, )
Australia. )

I, Micbaellohn Yerbury, hereby declare as follows.

1.

2.

3.

4.

5.

6.

I am a conauItant to Briliah Aerospace Auslralia Limited (BAeA). My area of expertise
includes spread-spectrum techniques, especially spread-spectrum location systems.

I have a bachelor's degree in electrical engineering from Loughborough University of
TedmololY (UK) and aPh.D. in physics from the University of Sydney, NSW, (Australia).

My professional experience includes emplo~nt as: an elecIroDics engineer with Marcom's
Wireless Telegraph Company Umited (UK); Research Associate for six years at the center
for Radiophysics aDd Space Research, Cornell Umversity, NY, (USA); Senior Electronics
BnPDeer with AdvaDCCd Technology Systems, NI, (USA); Head of the Telemetry Group and
Lecturer in the School of Physics, Umversity of Sydney. NSW. (Australia) and Managing
Director of Advanced Systems Research Pty. Limited, NSW, (Australia).

In 1979, whlle at the University of Sydney as Head of the Telemetry Oroup, I began to
develop a spread-spectrum Automatic Vehicle Location (AVL) System desiped to OYelCODle
the problems of multipath radio propagation encountered in typical urban and suburban areas.
By 1981 my prototype system was operating in Sydney. In 1985 I res~d from the
University of Sydney to co-found AdvaDced Systems Research Ply. Lunited (ASR)
principally to develop aod commercialise spread-spectrum AVL technology. As Technical
Director of the Company I was responsible for forming the R&D Ieam and directing the
Quiktrtlk development program. In 19861 became Managing Director of the Company, a
position I bold today. In October 1992, ASR's QuiktrakTecbnology was sold to BAeA.

I have authored and co-authored Dumerous engineering and sclentiilC papers and reports and
am aco-inventor on several patents including thee Quiktrak patent Over the past 15
years I have worked intensively in the field of· spectrum LMS systems and bve
gained considerable experience and knowledge of e performance of such systems in urban,
suburban and rural areas. 1 am a Chartered Engineer aDd a Member of the Institution of
Electrical Engineers (UK).

I have reviewed the comments of North American Teletrae aDd Location Technologies. Inc.
as submitted to the CommisioD on 291une 1993 and the statement attached as Exhibit A to
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tbe CommenlS ~PiIpokatCOnuDuaicaIi_1IK:. IbM~ in~tion ot thetole.., documcDtadded: IlJematta 01 CommentsMIde by orth Te1etrae and
LocatIoft TechaoloJies, lac. (Telet:rac) aDd PiDpolnt Coaummications.1Dc. (Pinpoint) 10 FCC
NPRY Docket ~1· and declare Ibat it is true and correct to the best of my know1edae.
UlformationlDd belief.

7. Also 1 have Itviewed the accompanyin& Dedarllions of Joseph E. Fleagle and Gregory C.
Hurst and concur wMa their conclusions.

I declare UDder penalty of perjury under the I&ws of the United StaleS of America that the forcgoilll

is true aad - .I
EYqtr.d on JulY 21 1m.
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EXHIBIT 7

CORRESPONDENCE FROM ROTHMANS OF
PALL MALL AUSTRALIA LIMITED
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:/(\ ...·£RNDELL STRI;£·r. SOUTH CRANVILLE. N.S.W. 2142. P.O. BOX "1. ORANVILLE.I'I.$.W. lU42.

TEloI6'I'HONE: (02) 79~ 11 II FAX: (0:/) 795 1502

28 July, 1993

The Secretaryt

Federal Communications Commission,
1919 M Street, N.W.
Room 222,
Washington, D.C. 20554

Dear Secretary,

We understand that there is a notice of Proposed Rulemaldng before the Commission
addressing the issue of spectrUm rules for Location and Monitoring Services such as
the Quiktrak system in Sydney.

Our organisation has used Quiktrak over the past 2 years to manage our fleet of 100
local delivery vans and to provide the highest possible level of security of our drivers.

The system has proven to be very successful. It has enabled us to recover two vans
that were hi-jacked and to capture the criminals involved. The number of attacks on
our fleet and drivers has reduced dramatically over this period.

The Quiktrak system provides much needed security for our drivers and is very cost
effective.

Ifyou require any further details of Quiktrok, we would be happy to assist.

Yours faithfully t



CERTIFICATE OF SERVICE

I, Ellen Dorsey, a secretary for the law firm of GURMAN,

KURTIS, BLASK and FREEDMAN, CHARTERED, certify that copies of the

foregoing "Reply Comments of Southwestern Bell Mobile Systems,

Inc." were sent this 29th day of July 1993, by first class mail,

postage prepaid, to the following:

*James H. Quello
Chairman
1919 M Street, N.W.
Room 802 - stop Code 0106
Washington, D.C. 20554

David E. Hilliard
Edward A. Yorkgitis
Wiley, Rein & Fielding
1776 K Street, N.W.
Washington, D.C. 20006

*Andrew C. Barrett
Commissioner
1919 M street, N.W.
Room 844 - stop Code 0103
Washington, D.C. 20554

Marnie K. Sarver
John T. McDonnell
Reed, Smith, Shaw
1200 18th Street,
Washington, D.C.

& McClay
N.W.
20036

*Ervin S. Duggan
Commissioner
1919 M Street, N.W.
Room 832 - stop Code 0104
Washington, D.C. 20554

*Ralph A. Haller, Chief
Private Radio Bureau
Federal Communications Commission
2025 M street, N.W.
Room 5002 - stop Code 1700
Washington, D.C. 20554

*steve Sharkey
Private Radio Bureau
Federal Communications commission
2025 M Street, N.W.
Room 5202 - stop Code 1700
Washington, D.C. 20554

*By Hand

Stanley M. Gorinson
John Longstreth
Preston, Gates, Ellis

& Rouvelas Meeds
1735 New York Avenue, N.W.
Suite 500
Washington, D.C. 20006

hoM.-~Ellen Dorsey


